MACCHINE DA INSTALLARE SU PROFILE CON SISTEMA DI SALDATURA H.F.
MACHINES TO BE INSTALLED ON TUBE-MILLS WITH H.F. WELDING SYSTEM

SPAZZOLATRICI A COLONNA MOD. UP
TUBE WELD BRUSHING MACHINES WITH COLUMN MOD. UP

MODELLI/ MODELS U
Capacitadil or e 6 +219 mm
Wor (D .
i esioisp | @ 350x100 mm. max.
dim so
r z ol 4 kW

SPAZZOLATRICI PLANETARIE MOD. SP / PLANETARY BRUSHING MACHINES MOD. SP

MODE | O ELS

SP 350/800-127

SP 350/800-220

C a iadilavor co sigli ta(de)
R comm nded working capacity (OD)

20 + 127 mm.

30 + 220 mm.

Br shr ta on o

regolabile con inverter
adjustable by inverter

im i i pazzol @ 350x800 mm. @ 350x800 mm.
B d sions
St ins ole 22 kW - 4 Poli / Poles 22 kW - 4 Poli / Poles

regolabile con inverter
adjustable by inverter

lo iaav me ot o
gs

35 m/min. max.

25 m/min. max.

NOTE / NOTES

Le velocita di avanzamento sono indicative e calcolate su un diametro di 30 mm.
Feeding speeds are indicative and calculated on an outside diameter of 30 mm.




